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Orca GV200 Series—-Galvanised edge rail polymer concrete channel, 200mm c/o, Class D

Width Length |Start depth| End depth| Cross sectional
Polymer concrete channel type c/o(mm) | o/Amm) open area(mm?)

GV200 600200 G200 channel, 200mm C/O x D210 200 1000 225 225 29386 33

225 O/A Galv edge, Class D

GV210 600225 V210 channel, 200mm C/O x D210 200 1000 275 275 36713 42

275 O/A Galv edge, Class D

GV220 600247  CV220 channel, 200mm C/O x D210 200 1000 325 325 38267 47

325 O/A Galv edge, Class D
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Orca Polymer
Concrete Properties

Orca Drain GV200 series is manufactured from corrosion

resistant polymer concrete with cast in galvanized steel edge rails.
Orca polymer concrete is non flammable, frost proof and resistant

to weathering and diluted acids and alkali’s.

Compressive Strength: 95 MPa
Water Absorption: 0 - 0.06%
Density: 2300 kg/m3

Mannings Roughness: n=0.01 |

Orca Drain GV200 grates lead the industry in design and
quality. GV200 channel grates are engineered to meet the
following standards:

AS3996:2006 Access covers and grates
AS4586:2013 Slip resistance of new pedestrian surfaces

AS1428.1 Design for access and mobility

Ductile iron heelguard grate
‘ G201 Gzot suit GV200, Class D D210

Class D

200 500 7 83273 Ductile 9
Ductile iron Gal heelguard )
a0z a0z O Glse b D210 200 500 7 83273 Galv Ductle 9
G208 Goog ~ Jalvanised mesh grate sut 4, 200 1000 7 170775 Galv 15
GV200, Class D
Galvanised griptech
G205 G205  heelguard grate suit Gv200, D210 200 1000 6 114000 Galv 5

Accessories

1 | 600292 600292 End Cap suit GV200 -

200 225 - - GMG 0.1

\ 600295 600295  Locking bars and bolts pack -
s p/m set

225mm

275mm

GV200

Ground Line




Installation
Detail
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